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Geregelte Verhältnisse
VERFAHREN Einige Abteilungen der BAM in Berlin erarbeiten und überarbeiten 
die Regeln, die Gefahrgutverpackungen nach den gesetzlichen Vorschriften  
erfüllen müssen. Welche Regeln es gibt und welche bald veröffentlicht werden.

Die Bundesanstalt für Materialforschung und -prüfung 
BAM gibt Gefahrgutregeln – die so genannten BAM-GGR 
– in ihrem Amts- und Mitteilungsblatt und auf  

ihrer Internetseite bekannt. Die BAM-GGR klären die Ver- 
fahren der BAM nach gefahrgutrechtlichen Vorschriften. Sie le-
gen Verfahren der Prüf-, Zulassungs- und Anerkennungstätig-
keit der BAM fest. Zudem informieren sie Hersteller, 
Überwachungsstellen und andere Kunden darüber, welche Ver-
fahren die Bundesanstalt bei der Umsetzung gesetzlicher Be-
stimmungen anwendet und welche Rechtsanwendungen in der 
Praxis üblich sind. Die Gefahrgutregeln konkretisieren Formu-

lierungen, die in Vorschriften enthalten sind, und legen fest, un-
ter welchen Voraussetzungen gesetzliche Anforderungen als er-
füllt gelten. Die Einhaltung dieser Regeln durch die Kunden der 
BAM fördert eine zügige Bearbeitung der Anträge. 
Die Regeln schließen jedoch nicht aus, dass alternative Verfahren 
angewandt werden können (siehe RSEB Anlage 3 Kapitel 2.1).

Martina Stephan
Fachbereich 3.1 Gefahrgutverpackungen 

Qualitätssicherung und Informationsmanagement

Bundesanstalt für Materialforschung und -prüfung (BAM)

Gefahrgutregeln nach Zuständigkeitsbereichen
Gefahrgutverpackungen, Großverpackungen und Großpackmittel (IBC)
BAM-GGR 001*)  Anerkennung von Überwachungsstellen; Anerkennung von Qualitätssicherungsprogrammen (QSP) 
BAM-GGR 002*)   Anerkennung von Inspektionsstellen; Durchführung von Inspektionen an bestimmten Großpackmitteln        

(IBC)
BAM-GGR 003     Kunststoff-Formstoffe / chemische Verträglichkeit 
BAM-GGR 004     Alternativer Nachweis der chemischen Verträglichkeit; Assimilierungsliste 
BAM-GGR 005     Anerkennung von Prüfstellen / Durchführung der Bauartprüfung 
BAM-GGR 006     Baureihen 
BAM-GGR 013     Wiederaufgearbeitete Fässer aus Stahl 
BAM-GGR 015**) Verfahrensregeln zum Nachweis der ausreichenden chemischen Verträglichkeit von Verpackungen zur 

Beförderung gefährlicher Güter aus Polyethylen (PE) und aus coextrudiertem Kunststoff (Coex-PE / PA 
bzw. Coex-PE / EVOH) gegenüber flüssigen Stoffen (z.B. Zubereitungen von Pflanzenschutzmitteln)

Fachbereich 3.1
Dr.-Ing. Thomas Goedecke
Unter den Eichen 44-46
12203 Berlin
Tel.: +49 (0) 30/81 04-13 10
thomas.goedecke@bam.de

Tanks, MEMU und BK-Schüttgut-Container 
BAM-GGR 009 Verfahren zur Zulassung der Baumuster von BK-Schüttgut-Containern zur Beförderung gefährlicher Güter 
BAM-GGR 010 Verfahren zur Erlangung eines Baumuster-Zertifikats für Baumuster von MEMU 
BAM-GGR 014  Verfahren zur Anerkennung und Überwachung von Prüfstellen zur Prüfung von Tanks nach GGVSee zur 

Beförderung gefährlicher Güter

Fachbereich 3.2
Dr.-Ing. Frank Otremba
Unter den Eichen 44-46
12203 Berlin
Telefon: +49 (0) 30/81 04-13 20
frank.otremba@bam.de

Behälter für radioaktive Stoffe 
BAM-GGR 007 Leitlinie zur Verwendung von Gusseisen mit Kugelgraphit für Transport- und Lagerbehälter 
BAM-GGR 008  Richtlinie für numerisch geführte Sicherheitsnachweise im Rahmen der Bauartprüfung von Transport- und 

Lagerbehältern für radioaktive Stoffe 
BAM-GGR 011  Maßnahmen zur Qualitätssicherung von Verpackungen zulassungspflichtiger Bauarten für Versandstücke 

zur Beförderung radioaktiver Stoffe 
BAM-GGR 012  Leitlinie zur Berechnung der Deckelsysteme und Lastanschlagsysteme von Transportbehältern für 

radioaktive Stoffe

Fachbereich 3.3
Dr.-Ing. Bernhard Droste
Unter den Eichen 44-46
12203 Berlin
Tel.: +49 (0) 30/81 04-13 30
bernhard.droste@bam.de

Druckgefäße
UN-Druckgefäße 
Verfahren zur UN-Zulassung von Druckgefäßen in Deutschland
Seeverkehrszulassung (keine UN-Druckgefäße) 
Verfahren zur Zulassung von Druckgefäßen im Seeverkehr
Allgemeine Technische Regelwerke (ATRe) für Druckgefäße nach RID/ADR 6.2.5
Prüffristen von Composite-Druckgefäßen
Festlegung der Prüffristen von Druckgefäßen aus Faserverbundwerkstoffen
Druckgefäße aus Faserverbundwerkstoffen mit einem Fassungsraum von höchstens 450 l - Verfahren, Kriterien und  
Anforderungen (und technische Anhänge)

Fachbereich 3.2
Dr.-Ing. Georg Mair
Unter den Eichen 44-46
12203 Berlin
Tel.: +49 (0) 30/81 04-13 24
georg.mair@bam.de 

*) Zur Zeit in Überarbeitung
**) NEU, erscheint im Juli 2013
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Werden die GGR eingehalten, können Anträge zügig bearbeitet werden. | 
Adherence to the GGR helps to process customer requests quickly.

Clearly defined relations
PROCEDURES The dangerous goods rules of the German institute BAM in 
Berlin give concrete form to the letter of the law for all kinds of packagings. 
A short overview over the BAM-GGR.

The German Federal Institute for Materials Research and 
Testing (BAM) releases rules for handling dangerous 
goods – the so-called BAM-GGR – in its official publica-

tions and on its website. The BAM-GGR define its procedures 
in keeping with applicable dangerous goods legislation and es-
tablish the procedures for its testing, authorization and certifi-
cation activities. 
They also provide manufacturers, monitoring bodies and other 
customers with information on which procedures the BAM uses 
to implement and enforce legal regulations, and on which laws 
normally apply in practice. Lastly, they serve to give concrete 

form to the letter of the law and lay out the conditions under 
which legal requirements can be considered fulfilled. 
Customers’ adherence to these rules helps to ensure that the 
BAM can quickly process their requests. Please note that these 
rules are not exhaustive; alternative methods and procedures 
may also be applied (see RSEB Attachment 3 Chapter 2.1). 

Martina Stephan
Division 3.1 Dangerous Goods Packaging 

Quality Assurance and Information Management

German Federal Institute for Materials Research and Testing (BAM)
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Procedural rules, arranged by areas of responsibility
Dangerous goods packagings, intermediate bulk containers (IBCs) and large packagings
BAM-GGR 001 Recognition of monitoring bodies; recognition of Quality Assurance Programs (QAPs) *)
BAM-GGR 002  Recognition of inspection bodies; inspecting specific intermediate bulk containers (IBCs) *)
BAM-GGR 003 Plastic resins / chemical compatibility 
BAM-GGR 004 Alternative proof of chemical compatibility; assimilation list 
BAM-GGR 005 Recognition of monitoring bodies / conducting design type testing 
BAM-GGR 006 Design types 
BAM-GGR 013 Remanufactured steel drums 
BAM-GGR 015  Procedural rules for proving sufficient chemical compatibility in dangerous goods containers made of poly-

ethylene (PE) or coextruded plastics (Coex-PE / PA or Coex-PE / EVOH) to be used with fluid substances (e.g. 
chemical components of pesticides) **)

Division 3.1
Dr.-Ing. Thomas Goedecke
Unter den Eichen 44-46
12203 Berlin
Tel.: +49 (0) 30/81 04-13 10
thomas.goedecke@bam.de

Tanks, MEMU and BK Bulk Containers 
BAM-GGR 009 Approval procedure: design types for BK bulk containers for the transport of dangerous goods 
BAM-GGR 010 Procedure for acquiring a design type certificate for MEMU design types
BAM-GGR 014  Procedure for the recognition and supervision of monitoring bodies for testing tanks for the transport of 

dangerous goods in accordance with GGVSee criteria

Division 3.2
Dr.-Ing. Frank Otremba
Unter den Eichen 44-46
12203 Berlin
Tel.: +49 (0) 30/81 04-13 20
frank.otremba@bam.de

Containers for radioactive material
BAM-GGR 007 Guidelines for the use of spheroidal graphite cast iron for transport and storage containers 
BAM-GGR 008  Guidelines for numerical-analysis-based safety certifications in the context of design type testing for trans-

port and storage containers for radioactive material
BAM-GGR 011  Quality Assurance Measures concerning packagings for competent authority-approved package designs for 

the transport of radioactive material 
BAM-GGR 012  Guidelines for numerical analysis in the design of lid systems and load attachment systems in transport 

containers for radioactive material

Division 3.3
Dr.-Ing. Bernhard Droste
Unter den Eichen 44-46
12203 Berlin
Tel.: +49 (0) 30/81 04-13 30
bernhard.droste@bam.de

Pressure receptacles
UN pressure receptacles 
Procedure for the UN approval of pressure receptacles in Germany
Sea mode approval (non-UN pressure receptacles) 
Procedure for the sea mode approval of pressure receptacles
Recognized Technical Codes (ATRs) for pressure receptacles in accordance with RID/ADR 6.2.5
Determined intervals of periodic inspection and testing for composite pressure receptacles
Conditions for determining the intervals of periodic inspections for composite pressure receptacles
Composite pressure receptacles with a nominal water capacity of up to 450 l - procedure, criteria and requirements (and 
technical appendices)

Division 3.2
Dr.-Ing. Georg Mair
Unter den Eichen 44-46
12203 Berlin
Tel.: +49 (0) 30/81 04-13 24
georg.mair@bam.de 

*) Currently under review
**) NEW, to be released in July 2013

Die Regeln betreffen alle Arten von Gefahrgutverpackungen. | The rules apply to all types of dangerous goods packagings.
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